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16:00-16:30 Dr. Gyetvai Tamás
Phacoemulsificatio tippjei - trükkjei 

18:00-18:30 Dr. Pesztenlehrer Norbert
Tapasztalatok és mérési technikák 
tórikus műlencsékkel 

18:30-19:00 Prof Dr. Csutak Adrienne
Prémium műlencsék – Mikor mit válasszak? 
Saját tapasztalataink

PÉCSI TUDOMÁNYEGYETEM

KLINIKA KÖZPONT SZEMÉSZETI KLINIKA

ALCON FIDELIS VR SZIMULÁTOR 
15:00-17:00 

(előzetes időpont foglalással)

“Innovációk az oktatásban: 
Fidelis virtuális valóság 

szürkehályog sebészeti szimulátor”

17:00-18:00 Büfé vacsora 
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Customer Support: 1-844-422-4766 | Fidelis.Support@Alcon.com 

 
Fidelis™ Virtual Reality Ophthalmic Simulator – Quick Start Guide 

 
 

Once the Fidelis™ Virtual Reality Surgical Simulator has been set up,  
please review the following points to help get started. 

  
 

Fidelis™ - Cables and Connections 
 

Once you have all cables and adaptors connected, as 
outlined in the Fidelis™ Setup Guide, please verify the 
following:  

 USB-C plug for the Headset Tethering Cable is 
plugged into the middle USB-C port on the back of 
the laptop.  

 USB plug for the Headset Tethering Cable is plugged 
into the USB port on the back of the laptop. (not 
into the 4-port USB Adaptor).  

 
Note: For BOXX Laptops – the USB-C adaptor is 
replaced by a mini-display port adaptor, included in the 
shipping case. This is also plugged into the back of the 
laptop. 

 

 
 

 Small Power Adaptor is plugged into the Headset 
Tethering Cable. MAKE SURE IT IS NOT the 
Footswitch Power Cable – this will overpower and 
destroy the Tethering Cable. 

 
Note: The Footswitch Power Source has a “Bent Neck” 
end.  The Tethering Cable Power Source has a 
“Straight Neck” end.  

 

 
  

WATCHOUT: THIS IS A GLOBAL 
TEMPLATE. IN ACCORDANCE 
WITH THE ALCON GLOBAL 
POLICY ON PROFESSIONAL 
PRACTICES (THE LENS) AND 
APPLICABLE LAWS, 
REGULATIONS, LOCAL 
INDUSTRY CODES AND LOCAL 
POLICIES (E.G., IMPORTANT 
PRODUCT INFORMATION (IPI)), 
THIS DOCUMENT MUST BE 
REVIEWED AND APPROVED VIA 
A LOCAL MATERIAL APPROVAL 
PROCESS (LMAP) BEFORE IT 
MAY BE USED IN PROMOTIONAL 
ACTIVITIES 


